
Remarks:
Geomanet SAR is available in three types of coatings:
1. galvanic (electric plating) with an increased amount of zinc - symbol of the product name Z
2. galvanization zinc + aluminum alloy (5%) and lanthanum oxide (causes higher mechanical resistance to impact) - symbol in the product
name ZA
3. the coating of PVC gray on protecting networks in a wet or corrosive environment - symbol in the product name ZAP

Unless indicated otherwise, values are determined according to the applicable European standards and are valid as of the date of this
document. Products are subject to continuous development and improvement and these values may change over time.

In case of requirement the delivery of products with different dimensions or other technical data or in the case of interest of technical
consultation please contact technical department by e-mail: technika@geomat.eu.
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Geomanet
Wire

diameter
Mesh size Roll

longitudinal transverse width length area weight
 [mm] [mm] [mm] [m] [m] [m2] [kg]

 
EN ISO
9863

Accuracy control of building components
by ČSN 73 0212-5     

SAR 22-0608-Z 2,2 60 80 2 50 100 121,0
SAR 27-0810-Z 2,7 80 100 3 50 150 214,5
SAR 27-0810-Z 2,7 80 100 2 50 100 146,0
SAR 27-0810-ZA 2,7 80 100 2 50 100 146,0
SAR 27-0810-ZAP 2,7 80 100 2 50 100 180,0
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